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(57) Abstract: The invention 
relates to the industry for the 
manufacturing of electronic 
image-handling and -projection 
systems used for communication 
purposes. More specifically, the 
invention relates to a system that 
combines electronic and physical 
characteristics in order to project 
three-dimensional images which 
can be seen in daylight, with an 
immersion effect, and which are 
suspended in the air in the form of 
real volumes in three dimensions 
without any visual assistance. The 
inventive system is advantageous 
over those currently available in 
that the projected image is viewed 
as a three-dimensional image 
suspended in the air with daylight 
or with indirect light in interior 
spaces, without requiring darkness, 
diereby producing dynamic images 
(with movement and alteration of 
the aspect, form, colour, texture, 
size and any other visual feahire 
thereof) and sound. The system 
can be used to alter images over 
time in accordance with the sequences programmed by the operation and projection time-table and the 3D video library. The 
system comprises: an optical sub -system which generates the image in space; software; electronic components which generate 
two-dimensional images; and other electronic and software elements which are used to manage, control, supervise and operate the 
system locally and remotely from a central system by means of a telecommunication solution. 




AA CENTRAL SYSTEM 



fContimia en la pdgina siguientej 



wo 2005/029154 Al liiiilililllliliiiiiiiliiilllin 



ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL, PT, RO, SE, Para codigos de dos letras y otras abreviaiuras, vease la seccidn 
SI, SK, TR). palente OAPI (BF, BJ, CF, CO, CI, CM, GA, "Guidance Notes on Codes and Abbreviations" que aparece al 
ON, GQ, GW, ML, MR, NE, SN, TD, TG). principle de cada numero regular de la Gaceta del PCT 

Publicada: 

— con informe de busqueda intemacional 



(57) Resumen: La presente invencidn esta relacionada con la industria dc manufactura de los sistemas electr6nicos de manejo y 
proyecci6n de imdgenes con fines de comunicaci6n. Mas especificamente se refiere a un sistema que combina aspectos electronicos 
y fisicos para lograr la funcidn de proyectar imSgenes tridimensionales que se pueden ver a luz de dfa, con un efecto de inmersion, 
suspendidas en el aire, como voldmenes leales en teicera dimension y sin ninguna ayuda visual. La ventaja del presente invento en 
relacion con los del estado de la tecnica radica en el hecho de que la imagen proyectada es apieciada como una imagen tridimensional, 
suspendida en el aire con una atmdsfera de luz de di'a o en interiores con iluminaci6n indirecta, sin requerir una atm6sfera oscura, 
logrando obtener imdgenes dindmicas (con movimiento y modificaci6n en su aspecto, forma, color, textura, aspecto, tamano y cual- 
quier otra apariencia visual) y sonido. El sistema da la oportunidad de modificar las imdgenes a lo largo del tiempo de acuerdo a las 
secuencias programadas por el calendario de Operaci6n y Proyecci6n y la videoteca 3D. El sistema esli construido por un subsistema 
6ptico que genera la imagen en el espacio. Software y algunos componentes electnSnicos que generan imigenes bidimensionales, asf 
como otros elementos electr6nicos y de software para administrar, controlar, supervisar y operar el sistema por el mismo, de forma 
local o remota desde un sistema central a trav^s de una solucibn de telecomunicaciones. 



